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SAMI9PPF126-002

B/L: 53,00
SYS: FCSS CH2-0PF
HB3
Critical ltem: Check Valve
Find Number: A79810
Criticality Cateogory: 1S
SAM No: 09PPF126-002 System/Area: FCSS GI2/0PF
NASA " PMN/ $70-0815-01
Part No: <79XK80131-3 Mame: Piping-Valve Panel to Vent Stack
g/ Circle Seal Orawing/  79K06045 '
Part No: KI220T-uou Sheet No: 1/)

l-‘u::c;t:i:::‘:t Pravent reverse flow of LMH2/GH2 {n thae GHe purge line frem the LH2
v - .

Critical Faflure Mode/Faflure Mode Na: Fails closed/09PPF126-002.001

Failure Causes: Jammed due to contamination/mechanical faflure,

Failure Effect: Loss of purge to vent stack prior to and during venting
ydroyen could create an explosive mixturs in the vent stack, rusulting in
fire or explosion with 10ss of 11fe and/or vehicle. Faflure fs detectable by

drop out of pressure switch AS097893 with event cursor block GFHXU21SE at
console C6, and/or loss of auwdible GHe purge flow at check valve AJ9810,

Tine To Effect: lamedfate

Acceptance Rationale.
Design:
o This check valve is operated within al)l design specifications.
o Component specifications

Rated: . Actual
Operating pressure: 6,000 paig ' ' 750 psig Max
Proof pressure: 1=1/2 tiues operating press,
furst pressure: 4 times operating press.
0 Materials:
| and trim: 300 series SST e
m{nq: 302 SST AITACK WUy SO50254A4 N
Seals: Teflon _ sleet  #f 14
I - 289
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SANDSPPF126-002

o/L: 53,00

SYS: FCSS GH2-0PF
HGBJ

Check Valve A79810 (Continued)

ast: o
o The manufacturer's certification test requirements include the
following tests:

o Proof
o Leak
o -Functional

Insgectinn:

0 OMRSD 79K11722 requires Leak check and forward cracking pressure checks
- 4t component replacement.

0 File VI requires the H2 vent stack purge pressure switch A509783
(measurement GFHX821SE) to activate when valve A510299 {s open, before
venting hydrogan to the HZ vent stack.

o File VI requires the H2 vent stack CHe purge flow to be verified
audibly, before venting hydrogen to the H2 vent stack.

Failure History:

0 The PRACA database was queried and no faflure data was retrieved
against this component.

o The GIDEP failure data interchange system has been rescarched and ne
fatlures of this component were found. -

Operational Use: )
-] Corrgcting Action:

Do not start venting hydrogen to the H2 vent stack 1f the H2 vent stack
CHe purge 13 not flowing,

0 Timeframe:

fach time, prior to starting hydragen venting to the H2 vent stack,
verify audinlo flow of the LH2 vent stack CMe purge.

Al men? Srso232V
sheet sz of 1% ‘

WORKSHEET 5122-012 I - 290
920925k eM3- 10820MRF

v10@°39%9d



